
 

Declaration of Performance 
 
Product Type Fixed Vertical Road Signage 
  
Designation EN 12899-1 Fixed Vertical Road Sign 
  
Original Date of Issue 30th September, 2013. 
 
DoP Number HSD - 001 
 
FPC  Number 1358-CPR-0144/2 
 
Intended Use Complete assemblies of fixed vertical road traffic signs. 
 
Manufacturer Highway Safety Developments, Knocktopher, Kilkenny, Ireland 
 
AVCP System System 1 
 
Notified Body VUD a.s., Vel’ky 3323, 010 08 Zilina, Slovakia. 
 
Notified Body Number 1358 
 
Declared Performance 
Essential Characteristics Performance 

Fixings Pass 

Wind Action WL6 

Temporary deflection bending (sign plate) TDB4 

Temporary deflection bending (supports) TBD5 

Temporary deflection torsion (supports) TBT4 

Dynamic Snow Load DSL0 

Point Loads PL3 

Permanent Deflection Pass 

Partial action factor PAF1 

Performance under vehicle impact (passive safety) As per BE EN 12767:2007 

Daylight chromaticity & luminance CR1 

Coefficient of retro reflection RA2 

Mean illuminance E1 

Uniformity of illuminance UE1 

Impact resistance of sign face Pass 

Resistance to weathering three year accelerated natural test Pass 

Resistance to corrosion of sign plate SP1 

Resistance to corrosion of supports SP1 

 
In accordance with the Construction Products Regulations (305/2011), the performance of the product type identified by product type and 
designation is in conformity with the declared values in the above table and this declaration of performance is issued under the sole responsibility of 
the manufacturer identified above. 

Signed on behalf of the manufacturer: 
 

Jim DeNeefe 
 

 

  


